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EMMO081

EMMO081 series double-color and double-density
high pressure PU foaming machine

CHARACTERISTIC

Mot merely limited to use the single prescription produces the produces commercially(for example one
pair of hardness crafts produces cushion and seat pad)demand of production line constantly
increase, EMMO81 series high pressure machine is L-shaped,using two independent mixing room,poured in
one export.

Two mixing room is supplied by two independent metering equipment, or ane three componentsitwo 150
and one Polyol, use one automatic valve to change it). This makes two different farmulas to use in the same
of different mould.

The EMM DHVA-4K mixing head can let high components outlet into a small space, it makes operator can
operate the machine easily.

For make viscosity and output change bigger prescription can keep the perfect mixed result still, mix rifle
head is furmished with clean piston stroke adjustable device still,

In mixing head, the three hydraulic piston open and close operate,was controlled by three independent
electromagnetic valve.
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o Car inside and outside gadget
& Soft hard foam of self- tegument in furniture

® Special items for technics
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EMMO095 CYCLOPENTANE FOAMING
PREMIXING STATION/STATIC MIXER

EMMO095 Series Intermediate Temperature Elastomer Casting Machine
(2-3 Components])

USE

It can be used for the products of the medium, soft hardness Such as return board wheel, mouse mat,
nan-siip mat, crash roll.

CHARACTERISTIC

&  The measure is accurate, the mixture ratio, adjustment easily. U S E

Misce bene, the i i i ization,d dable perf " : . . s ; -
* 15ce bene,the innovative mixing organization.depencablé performance o Widely used in household electrical appliances and thermal insulation industry

®  The lat del thermostati tus,the tu is less th -2d ;
are-model fherm L anin: ikt et e |tis suitable for premix of cydopentane catalyst or 245Fa

®  The fire-new discharge valve good um degree,the product is macro, nd free of blowholes,
re-f Ischarge valve,g vacuum degree, pro m sCcopy al e o We also affer:

®  The color sizing and additive join the mixing head directly, reduction of cost, increase o  Metering urit 167 COR loading in s batch pracass

afhcisncpoptionsl parts), s Metering unit for charging the Polyol component with gas
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ALL KINDS OF
EMMO099 PRODUCTION LINES

EMMO099 Series Multipurpose Polyurethane Synthesis Reaction Kettle

Linear Production Line

4 The Disk Conveyor Line

SUITABLE FOR

All-purpose polyurethane synthesis reaction kettle system is the exploitative polyurethane synthesis
equipment that is to aim at the market' s meets of the high*powered polyurethane.

USE

e |t can be used in the batch synthesis manufacture of the polyurethane | including the TDI series, MDI

series of different technologic varieties.
o [t can be used in the vulcanization rubber of the polyurethane or the synthesis manufacture of other

high viscosity polyure-thane products.

® |t can also be used in the dehydration, stir, preparation of the raw materials.

MAIN PARAMETER

e Working temperatureB0-120degree e Mixing speed:50-150rpm
5 5amee . 6:3p P The Ring-shaped Delivery conduit
e Working pressure:0.3mpa-0.Tmpa s Volume:50-2000L







