
ZHEJIANG SAILI MACHINERY CO.,LTD

THE LEADER OF GROOVING &
SLITTING MACHINERY,PACKAGE MACHINE

Fully Automatic Bidirectional

Grooving Machine
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Technical parameters:

Thickness 1.0-3.0mm

Material Size of 1st Step : 100*100-450*850mm

Material Size of 2nd Step: 100*100-850*600mm

Speed: 130pcs/min(200mm*200mm)

Grooving Line accuracy ±0.1mm

Waste Delivery Method: Come out from end part( both 1st and 2nd
Step)

Power 7.5KW

Accessory 1 EA grinder of knife

1 tool box:1set Allen wrench, straight
screwdriver of 4 inch, open spanner,
adjustable wrench, grater, instruction
manual of inverter

24 PCS blades of V shape

Machine Overall: 4370*3680*1445mm
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Machine Standard configuration list:
Roller material: Shanghai BAOSTEEL

Frequency changer: Hope brand (If customer need change
the brand, we also can use Schneider

brand or another brand)

Low-voltage apparatus: Eaton Muller brand

Machine main motor: CHENGBANG,TAIWAN BRAND

Belt: XIBEK,CHINA

Knife: Special Tungsten alloy steel

Collector belt motor ZHONGDA brand,China
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