
ZHEJIANG SAILI MACHINERY CO.,LTD

www.sai-li.com

THE LEADER OF GROOVING &
SLITTING MACHINERY,PACKAGE MACHINE

Flat Grooving Machine
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Technical parameters:

Model SL-V8 CNC SL-V8 Digital

Material Size 50-800mm(L) ; 50-600mm(W)

Workbench Size: 650*1000mm

Paper Holder Height: ≤150mm

Grooving Line Accuracy: ±0.1mm

Grooving Angle: 90 degree to 130 degree adjustable

Distance of Two Lines: 0-800mm

Paper Holder Thickness: 1.0-1.5mm 1.0-4.0mm

Working Speed: 15 travels/min

(Note:One travel=forward+backward)

Grooving Line Quantity: 4 Lines 8 Lines

Machine Power: 6.0KW

Beam Quantity: 2 Rows

Machine Dimension: 1860*1462*1500mm

Machine Weight: 2000KG
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Machine Standard configuration list:
Roller material: Shanghai BAOSTEEL

Frequency changer: Hope brand (If customer need change
the brand, we also can use Schneider

brand or another brand)

Low-voltage apparatus: Eaton Muller brand

Machine main motor: CHENGBANG,TAIWAN BRAND

Belt: XIBEK,CHINA
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Knife: Special Tungsten alloy steel

Collector belt motor ZHONGDA brand,China
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